




ATLANTA
Precision, lockable aiming mechanism 
in a versatile downlight that provides 
�exible solutions in single, double or 
triple con�gurations.

Features: 
�'�L�H���F�D�V�W���D�O�X�P�L�Q�X�P���K�R�X�V�L�Q�J���Z�L�W�K���K�H�D�W���G�L�V�V�L�S�D�W�L�Q�J���‚�Q�V��•�X
�:�K�L�W�H���S�D�L�Q�W�H�G���H�[�W�H�U�Q�D�O���E�H�]�H�O��•�X
�/�L�J�K�W�� �V�R�X�U�F�H���� �7���� �*������ �0�+���� �P�D�[�L�P�X�P�� �Z�D�W�W�D�J�H�� �������:���� �$�5��������•�X
�K�D�O�R�J�H�Q�����������:���V�L�Q�J�O�H���D�Q�G�������:���G�R�X�E�O�H��
�2�S�W�L�R�Q�D�O���U�H�F�W�D�Q�J�X�O�D�U���W�U�L�P���S�O�D�W�H��•�X
�������|���K�R�U�L�]�R�Q�W�D�O���U�R�W�D�W�L�R�Q��•�X
�����|���Y�H�U�W�L�F�D�O���W�L�O�W��•�X
�+�R�W���D�L�P�D�E�O�H���D�Q�G���O�R�F�N�D�E�O�H��•�X
�)�L�H�O�G���L�Q�W�H�U�F�K�D�Q�J�H�D�E�O�H���R�S�W�L�F�V�������|���������|���������|���	���������|���E�H�D�P���V�S�U�H�D�G��•�X
���&�0�+���Y�H�U�V�L�R�Q���R�Q�O�\����
�(�D�V�\�� �V�X�V�S�H�Q�G�H�G�� �F�H�L�O�L�Q�J�� �L�Q�V�W�D�O�O�D�W�L�R�Q�� �X�V�L�Q�J�� �V�S�U�L�Q�J�V�� �D�Q�G�� �U�D�S�L�G��•�X
�H�O�H�F�W�U�L�F�D�O���F�R�Q�Q�H�F�W�L�R�Q��

Materials:
�2�S�W�L�F�D�O�� �D�V�V�H�P�E�O�\���� �E�O�D�F�N�� �S�D�L�Q�W�H�G�� �G�L�H���F�D�V�W�� �D�O�X�P�L�Q�X�P�� �Z�L�W�K�� �K�H�D�W��•�X
�G�L�V�V�L�S�D�W�L�Q�J���‚�Q�V���I�R�U���P�D�[�L�P�X�P���O�D�P�S���H�I�‚�F�L�H�Q�F�\���D�Q�G���S�H�U�I�R�U�P�D�Q�F�H��
�5�H�ƒ�H�F�W�R�U���� �V�H�J�P�H�Q�W�H�G���� �S�R�O�L�V�K�H�G�� �D�Q�G�� �D�Q�R�G�L�]�H�G�� �D�O�X�P�L�Q�X�P�� �Z�L�W�K��•�X
�����r���������r���������r���R�U���������r���E�H�D�P���V�S�U�H�D�G����
�+�R�X�V�L�Q�J�������*�$���J�D�O�Y�D�Q�L�]�H�G���V�W�H�H�O•�X
�7�Z�L�V�W���D�Q�G���O�R�F�N���G�L�H���F�D�V�W���D�O�X�P�L�Q�X�P���E�H�]�H�O���Z�L�W�K���E�O�D�F�N���‚�Q�L�V�K��•�X
�&�R�Y�H�U���J�O�D�V�V�����F�O�H�D�U���W�H�P�S�H�U�H�G���J�O�D�V�V��•�X
�7�U�L�P�� �U�L�Q�J���� �Z�K�L�W�H�� �S�D�L�Q�W�H�G�� �G�L�H���F�D�V�W�� �D�O�X�P�L�Q�X�P�� �Z�L�W�K�� �W�Z�R�� �O�R�F�N�L�Q�J��•�X
�V�F�U�H�Z�V���W�R���H�Q�V�X�U�H���S�U�R�S�H�U���O�D�P�S���R�U�L�H�Q�W�D�W�L�R�Q��

�0�L�F�U�R�P�H�W�U�L�F�� �V�F�U�H�Z�� �D�G��
�M�X�V�W�P�H�Q�W�� �V�\�V�W�H�P�� �Z�L�W�K��
�J�U�D�G�X�D�W�H�G�� �V�F�D�O�H�� �D�Q�G��
�P�H�F�K�D�Q�L�V�P�� �I�R�U�� �O�R�F�N�L�Q�J��
�L�Q�W�R�� �W�K�H�� �V�H�O�H�F�W�H�G�� �S�R�V�L��
�W�L�R�Q���� �(�D�V�\�� �D�G�M�X�V�W�P�H�Q�W��
�Z�L�W�K�� �M�X�V�W�� �D�� �V�F�U�H�Z�G�U�L�Y�H�U��
�H�Y�H�Q�� �Z�K�L�O�H���‚�[�W�X�U�H�� �L�V�� �L�Q��
�S�O�D�F�H�� �D�Q�G�� �L�O�O�X�P�L�Q�D�W�H�G����
�$�I�W�H�U���U�H�O�D�P�S�L�Q�J�����W�K�H���‚�[��
�W�X�U�H���N�H�H�S�V���W�K�H���V�H�O�H�F�W�H�G��
�O�R�F�N�H�G���D�L�P�L�Q�J���� �7�K�H�� �‚�Q�Q�H�G�� �D�O�X�P�L�Q�X�P�� �K�H�D�W�� �G�L�V�V�L�S�D�W�H�U��

�R�S�W�L�P�L�]�H�V���W�K�H���R�S�H�U�D�W�L�Q�J���W�H�P�S�H�U�D�W�X�U�H���R�I��
�W�K�H�� �O�L�J�K�W�� �V�R�X�U�F�H�� �I�R�U�� �K�L�J�K�� �O�D�P�S�� �S�H�U�I�R�U��
�P�D�Q�F�H���D�Q�G���G�X�U�D�E�L�O�L�W�\��

�4�X�L�F�N���� �W�R�R�O���I�U�H�H�� �O�D�P�S�L�Q�J�� �V�\�V�W�H�P����
�W�K�D�Q�N�V�� �W�R�� �W�K�H�� �W�Z�L�V�W���D�Q�G���O�R�F�N�� �I�U�R�Q�W�D�O��
�E�H�]�H�O�����3�U�H�F�L�V�L�R�Q���R�S�W�L�F�V���I�R�U���S�U�R�I�H�V�V�L�R�Q�D�O��
�S�H�U�I�R�U�P�D�Q�F�H�����7�K�H�������r���D�Q�G�������r���R�S�W�L�F�V��
�K�D�Y�H���D�Q���D�Q�W�L���J�O�D�U�H���V�Q�R�R�W���L�Q�V�L�G�H���W�K�H���U�H��
�ƒ�H�F�W�R�U�����S�U�R�Y�L�G�L�Q�J���W�R�W�D�O���J�O�D�U�H���F�R�Q�W�U�R�O��

Precision aiming Easy relamping

Maximum performance
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ATLANTA
Specifications

Atlanta T6
Single & Double

Adjustable, professional  
recessed downlight for T6 CMH 
or AR111 halogen lamps

Specification Notes
a.	 Electronic ballast is universal voltage 120-277V 50/60Hz.

Light source	 Voltage	 Optics	 Mounting	 Accessories
1/39W/70W/150W/T6 CMH	 120-277V	 15°	 Single	 A, B, C, D
2/39W/70W/150W/T6 CMH		  30°	 Double
		  60°
		  100°	

Atlanta T6
Triple

Light source	 Voltage	 Optics	 Mounting	 Accessories
3/39W/70W//T6 CMH	 120-277V	 15°	 Triple	 A, B, C, D
		  30°	
		  60°
		  100°	

Atlanta AR111
Single

Light source	 Voltage		  Mounting	 Accessories
1/100W/AR111 Halogen	 120V		  Single	 A, E, F, G, H
	 277V		

Atlanta AR111
Double

Light source	 Voltage		  Mounting	 Accessories
2/75W/AR111 Halogen	 120V		  Double	 A, E, F, G, H
	 277V		

Info Notes
I. 	 Max. one accessory per fixture
II. 	Photometric data is for single version. Refer to drawing for Double and 

Triple variants or consult factory.

Specification Notes
a.	 Electronic transformer is 120V or 277V primary and 12V 

secondary.

Info Notes
I. 	 AR111 Single & Double: Max. one accessory per fixture
II. 	AR111 Double: Photometric data is for single version. Refer to drawing 

for Double and Triple variants or consult factory.

AR111 Versions

T6 Versions

Accessories

A.
Chromatic& UV 

stop filters

B.
Corrective filters

C.
Soft beam 

filter

D.
Blade of light 

filter

E.
Universal  
corrective 

filters

F.
Universal 

blade of light 
filter

G.
Universal 
soft beam 

filter

H.
Safety glass




