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Features: 

The GL series provides down lighting with aiming adjustabil-
ity in two directions and is suitable for accessible and non-
accessible ceiling installations.

T6 or CDMR111 light source; maximum wattage 70W.••

Single or double fixture configuration.••

Vertically tilts up to 35° in two directions. ••

Field interchangeable optics 15º, 30º and 60º beam spread ••
for T6 CMH lamp.

Twist and lock mounting for quick and easy relamping.••

White painted rectangular trim plate.••

Plaster frame option available for plaster ceilings; provides ••
a crisp and defined edge appearance.

Accommodates ceiling thickness of •• 5/8˝ minimum to 1˝ 
maximum.

Materials:

Die-cast aluminum, black painted optical assembly and ••
bezel.

24 GA galvanized steel housing.••

Polished and anodized aluminum segmented reflector.••

Steel ceiling plate with white, powder coated finish.••

Clear, tempered protective glass.••

Single configuration Double configuration

Compact style, high performance 

and energy efficiency...GL provides 

bright, glare-free light with minimum 

visual impact, making it ideal for retail 

and architectural applications

The advantages of 
using CMH lamps in 
retail settings

T6 CMH

Maintains the focus on the products, not on the lighting fixtures: ••
GL’s compact size allows for the placement of miniature, discreet 
luminaires with high beam intensity.

Creates the right brand image in the store: the light beam can be ••
easily controlled using various reflectors.

Products appear more attractive: the CMH lamp has excellent color ••
rendering (>90).

Eliminates the unappealing aesthetics of color shifting: high color ••
stability and lamp-to-lamp color consistency over the life of the 
lamp.

Enhances merchandise color properties and creates the right ••
atmosphere: employs a wide range of Targetti corrective filters. 

Less maintenance costs: longer service life compared to incan••
descent and halogen lamps.

Energy saving and low heat: high lamp efficacy (up to 93 lumens ••
per watt).
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Specification Notes:
a. Electronic ballast is universal voltage 120-277V 50/60Hz.

Specifications

IP
40

GL Single T6

Accessories

A.
Chromatic & 

UV stop filters

D.
Blade of light 
refractive filter

E.
Soft beam 

refractive filter

B.
Corrective filters

Single and  
double adjustable
recessed downlight

GL Single CDMR111
Recessed Plaster

GL Single CDMR111

GL Single T6
Recessed Plaster

GL Double T6

GL Double T6
Recessed Plaster

GL Double CDMR111 Light source	 Voltage	 Finish		  Accessories
1/39W/CDMR111	 120V-277V	 WHITE		  A, B, C, D, E
1/70W/CDMR111				  
			  GL Double CDMR111

Recessed Plaster

Light source	 Voltage	 Finish	 Optical assembly	 Accessories
1/39W/CMH/T6	 120V-277V	 WHITE	 15°	 A, B, C
1/70W/CMH/T6			   30°	
			   60°

Light source	 Voltage	 Finish		  Accessories
1/39W/CDMR111	 120V-277V	 WHITE		  A, B, C, D, E
1/70W/CDMR111				  
			 

Light source	 Voltage	 Finish		  Accessories
1/39W/CDMR111	 120V-277V	 WHITE		  A, B, C, D, E
1/70W/CDMR111				  
			 

Light source	 Voltage	 Finish	 Optical assembly	 Accessories
1/39W/CMH/T6	 120V-277V	 WHITE	 15°	 A, B, C
1/70W/CMH/T6			   30°	
			   60°

Light source	 Voltage	 Finish	 Optical assembly	 Accessories
1/39W/CMH/T6	 120V-277V	 WHITE	 15°	 A, B, C
1/70W/CMH/T6			   30°	
			   60°

Light source	 Voltage	 Finish	 Optical assembly	 Accessories
1/39W/CMH/T6	 120V-277V	 WHITE	 15°	 A, B, C
1/70W/CMH/T6			   30°	
			   60°

Light source	 Voltage	 Finish		  Accessories
1/39W/CDMR111	 120V-277V	 WHITE		  A, B, C, D, E
1/70W/CDMR111				  

C.
Corrective filters

Info Notes:
I. 	 Maximum one accessory per fixture.




