




NAUTILUS
A highly �exible �xture with 

precision optics, available in an 

exclusive design and original 

asymmetrical shapes
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When using a track system exceeds requirements.

Application suggestions for pull-down, recessed projectors

To create a bright spotlight effect.When the location of the illuminated objects may change and maximum �ex-
ibility is necessary, such as in a museum setting. 
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NAUTILUS

Specification Notes:
a.	Electronic ballast is 120-277V (CMH only).
b. Electronic transformer is 120V or 277V primary & 12V secondary 
	 (MR16 and AR111 versions).

Specifications

Light source	 Voltage	 Finish	 Trim	 Optics	 Accessories
1/20W/CMH/T4.5	 120-277V	 WHITE	 ROUND	 15°	 A, B, C
1/39W/CMH/T4.5		  BLACK	 SQUARE	 30°	
1/70W/CMH/T4.5		  ALUMINUM		  60°

Nautilus 50
CMH T4.5

Nautilus 50
MR16 Halogen

Accessories

A.
Chromatic filters

Aimable, pull-down, 
recessed projectors 
for architectural and 
commercial applications

Light source	 Voltage	 Finish	 Trim		  Accessories
1/50W/MR16	 120V	 WHITE	 ROUND		  A, B, C
	 277V	 BLACK	 SQUARE		
		  ALUMINUM		

Nautilus
CMH T6

Light source	 Voltage	 Finish	 Trim	 Optics	 Accessories
1/39WCMH/T6	 120-277V	 WHITE	 ROUND	 15°	 A, B, C, D, E
1/70WCMH/T6		  BLACK	 SQUARE	 30°	
1/150WCMH/T6		  ALUMINUM		  60°
				    100°		

Nautilus 
AR111 Halogen

Light source	 Voltage	 Finish	 Trim		  Accessories
1/100W/AR111	 120V	 WHITE	 ROUND		  Consult the factory
	 277V	 BLACK	 SQUARE		
		  ALUMINUM				  

Info Notes:
I. Maximum one accessory per fixture.

B.
Corrective filters

C.
Corrective filters

D.
Soft beam filter

E.
Blade of light filter




